CORRIGENDUM No: 1

to the

Tender Dossier
EuropeAid/134849/D/SUP/RS, TD2,   485-28/2013-IV/10
Subject: Procurement of Recycling Equipment for Selection and Waste Packaging
Location Negotin, Republic of Serbia  
The following alterations and/ or corrections are made to the Tender dossier 
ANNEX II + III :
 TECHNICAL SPECIFICATIONS + TECHNICAL OFFER
Point 1. coloumn 2 

The former text:

Specialized truck for waste transportation :
- 1 unit
-Wheelbase 4200-4600 mm

-Permitted gross 16000- 18000 kg

-EURO 5 engine, min 180KW
-Manual transmission, gears: 9+1

-Brake system: Two-round, ABS, disc brakes on front and rear axle
-Short cab, 1+2 seats in the cabin

-Type of superstructure – pressure plate with axial compaction of waste

-Device for lifting and emptying of standard garbage containers (V=1.1m3) and garbage bins from 80 to 240 liters

-Volume of rubbish box - V=16m3 

-Loading height for manual loading – 1000mm

-Degree of compaction of garbage – 1:5/1:6

-Storage for waste – steel plate (cover) structural thickness of 4mm, 100% cooked

-The tank (tub) – from quality steel resistant to mechanical and chemical reaction of waste, min 5mm thick

-Corrosion protection

-“QUICK STOP” function

-Lifting/lowering and releasing/lock the door / is done from the cab
- drive mechanisms upgrading achieved using hydraulic axial piston pump of required flow and pressure that is built directly on the source of power to the transmission without shaft
-Sound and light signals according to the Law of Road -Safety traffic and fluorescent characteristics for operating in night conditions.
 –overall color white
Shall read as new text:

Specialized truck for waste transportation :
- 1 unit
-Wheelbase 4200-4600 mm

-Permitted gross 16000- 18000 kg

-Engine min EURO5, min 180KW
-Manual transmission, gears: 9+1

-Brake system: Two-round, ABS, disc brakes on front and rear axle
-Short cab, 1+2 seats in the cabin

-Type of superstructure – pressure plate with axial compaction of waste

-Device for lifting and emptying of standard garbage containers (V=1.1m3) and garbage bins from 80 to 240 liters

-Volume of rubbish box - V=16m3 

-Loading height for manual loading – 1000mm

-Degree of compaction of garbage – 1:5/1:6

-Storage for waste – steel plate (cover) structural thickness of 4mm, 100% cooked

-The tank (tub) – from quality steel resistant to mechanical and chemical reaction of waste, min 5mm thick

-Corrosion protection

-“QUICK STOP” function

-Lifting/lowering and releasing/lock the door / is done from the cab
- drive mechanisms upgrading achieved using hydraulic axial piston pump of required flow and pressure that is built directly on the source of power to the transmission without shaft
-Sound and light signals according to the Law of Road -Safety traffic and fluorescent characteristics for operating in night conditions.
 –overall color white
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